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Bild 1: Logafloor Funk-Empfänger 6KF 

Anwendung 
Der Logafloor Funk-Empfänger 6KF wandelt die 
Funksignale der Sender in Steuersignale für elektrische 
Verbraucher um. Die Verbraucher werden über ein 
Relais geschaltet. 

Besondere Merkmale 
 Bis max. 10 Stellantriebe 230V je Kanal 
 Zur zeitgesteuerten Regelung von bis zu 6 

unabhängigen Zonen 
 Steckerfertig mit Hutschiene zur Wandbefestigung 
 Mit Pumpenlogik- und Schaltuhrfunktion für den 

Anschluss weiterer analoger Funk-Raumthermostate 

Lieferumfang 
 1 Stück im Karton verpackt (inkl. Anleitung) 
 

 
 
 

Technische Daten 
Schaltleistung Max. 2A je Kanal 
Betriebsspannung 230V, 50/60Hz 
Leistungsaufnahme 3 VA 
Umgebungstemperatur 0…+50°C 
Farbe Reinweiß 

 
Bitte beachten  
Installations- und Bedienungshinweise entnehmen Sie 
bitte den produktbegleitenden Unterlagen.  

 
Gewährleistung  
Es gelten 5 Jahre Gewährleistung auf die Logafloor 
Funk-Empfänger. 

 

 
Bestelldaten und Abmessungen 
 

Art-Nr. 
 

Typ 
 

Länge 
 

Breite 
 

Höhe 

7747200992 Logafloor Funk-Empfänger 6KF 450 mm 57 mm 52 mm 

 

 

 

 

 

 

 

Irrtümer und Änderungen vorbehalten
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Underfloor heating system - controls 
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Fig. 1: Logafloor radio receiver 6KF 

Application 
The Logafloor radio receiver 6KF converts the radio 
signals of the transmitter into control signals for electrical 
consumers. The consumers are switched via a relay. 

Special features 
 To max. 10 actuators 230 V per channel 
 For timed control of up to 6 independent zones 
 Plug-in with mounting rail for wall mounting 
 With pump logic and timer function for the connection 

of additional analogue radio room thermostats 

Scope of delivery 
 1 item packed per box (incl. instructions) 
 

 
Specifications 
Breaking capacity Max. 2 A per channel 
Operating voltage 230 V, 50/60 Hz 
Power consumption 3 VA 
Ambient temperature 0…+50 °C 
Colour Pure white 

 
Please note  
Installation and operating instructions can be obtained 
from the Technical documentation. 

 
Warranty  
Logafloor radio receivers 6KF come with a 5-year-
warranty. 

 

 
Ordering data and dimensions 
 

Part no. 
 

Type 
 

Length 
 

Width 
 

Height 

7747200992 Logafloor radio receiver 6KF 450 mm 57 mm 52 mm 
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